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16 mm projectors used in educational or publicity pro- 
jects are generally available in portable size to facilitate 
frequent shifting. While shifting your projector, take all 
care to avoid jolting and rough handling. When removing it 
from one room to another, wheeled stands should be used if 
the two places are negotiable on wheels. 

Remember: The projector is a delicate instrument and needs 
all your care. 


Say Working 


The manufacturer of your projector has supplied with 
it printed instructions for its use, Study these thoroughly 
till you know your projector as you know your dearest friend, 
with all his habits and virtues and weaknesses. All pro- 
jectors have some special gadgets such as buttons and plugs 
which you should get to know well. . . 
Remember: To set the machine going you need skill and not 

force. 


Pix The fro ject or on a Stand 


H The projector should be fixed on a proper stand or on 
Za table. Unstable stools and temporary perches should be 
avoided, For tilting, use the tilting screw and do not 
thrust books or blocks underneath the projector. 


Remember: If your projector topples over you may damage it 
beyond repair. 


Check Cavrerç 5 Comections 


Use correct voltage and draw current from the right 
mains. Current from the wrong mains or excessive voltage 
will damage the armature coils and condensers. Also check 
connections and see that wires have no fractures. Wires 
should be firmly screwed to the internal terminals. 
Remember: Excessive voltage or wrong mains damages the 


projector - sometimes beyond repair. 


Do not Touch Live Wires 


Be sure not to touch live wires while checking con- 
nections and lines,etc. At any rate, uge rubber gloves. 


‘Remember: Electrocution means death. 


i Motor Fir st 


When setting the machine going, switch on the motor 


first and the projection lamp later otherwise you will cause 
the bulb to be flooded with current and fuse it. 


ember: Mor cùrrent means death for the bulb. 
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Beg Wile he Least Volume lt Sound 


When switching on the sound begin with the least volume 
and gradually tune over to the required volume as the credit 
titles begin to flash on the screen. 


Remember: Care will make your projection work smoothly and 
effectively. 


do vot leave (he Projector Unattended 


The projector cannot take care of itself. It needs 
your attention all the time. It can develop trouble any 
time. Then if not stopped at once, it will damage itself 


or the film. 


Remember: Your projector needs your constant attention. 


Let (he Machine Cool Before Storing 


Let the cooling fan of the machine work for sometime 
before storing the projector. This will increase the life 
of the machine. 


Remember: Cooling the projector before storing means lon 
service. / w 
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Ger he Machine Werhauled Periodica 


A periodical overhauling is necessary if you alw 
want efficient service from your machine. If the projector 
is in constant use, an overhauling at the end of each school 


year is advisable. 


Remember: Your projector: needs a periodical check-up. 


Vad The Fm Properly 


Do not use a bent or fractured take-up spool. This 


may stop taking-up any time and the film may unwind on the 
floor If the film is loosely wound, do not try to thrust 
it in the can, nor pull the film tight to make it fit in. 
In either case. rewind the film. 


Remember: Help the film have a long life, for you may need 
it again. : 


Pat he Fila in Ihe Right Container 


The contents of any container are generally specified 
on the container. Putting films in the wrong containers cen 
land you and the lending library in an embarrassing situ- 
ation. 


e. 
Remember: The container and the contained are meant to 
go together. 
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Post Fmns With Care 


Take proper care when returning films borrowed from 
a library outside the town. Scrape off all old labels on 
the case or crate when posting the films back. 


Remember: As these films are needed by others too, do not 
let them go astray. 


The Film Prayer 


I am film, not steel; O user, have mercy. I front dangers whenever I 
travel the whirring wheels of mechanism. Over the sprocket. mega held tight 
by the idlers, I am forced by the motor's might. If a careless Kand misthreads 
me, I have no alternative but to go to my death. If the pull on the take-up 
reel is too violent, I am torn to shreds, If dirt collects in the aperture 
my film of beauty is streaked and marred, and I must face my beholders - a 
thing ashamed and bespoiled. Please, if I break, never fasten me with pins 
which lacerates the fingers of my inspectors. Don’t rewind me — my owner wants 
that privilege, so that he may examine me, heal my wounds, and send me re- 
juvenated upon a fresh mission. 


I travel many miles in tin cans. I am tossed on heavy trucks, sideways 
and upside down. Please see that my first few coils do not slip loose in my 
“shipping case and become bruised and wounded beyond the power to heal. Put 
me in my own can. Scrape off all old labels on my shipping case so that I 
will not go astray. 3 


Speed me on my way. Others are waiting to see me. The next day is the 
last day I should be held. Have a heart for the other fellow who is waiting 
and for my owner who will gdt the balme. e 


I am a delicate ribbon film - misuse me and I disappoint thousands; 
cherish me and I-delight and instruct the world. 
- A.P. Hollis. 
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Dont Use a Sound Film on a Sent Projector 


The use of a sound film on a silent projector could 
damage the film beyond pepair. Some of the projectors can, 
however, be used both for silent and sound projection. In 
‘such cases the change over should not be effected with the 
motor on. The projector should be stopped before ‘switching 
over from the silent to the sound speed, or vice versa. 

Remember: A sound film on a silent projector will tear it- 

self: to ‘shreds. 


Fix [he Breen Properly 


The screen should be fixed at a reasonable distance from 


the audience. A distance twice the width of the screen is 
ideal. The lower end of the screen should be at a little 
higher than the eye level of the audience. When not in use 
roll in the screen or else cover it with choth. 


Remember: A screen not fixed well can harm the eyes of the 
audience. 


Check Seating dorangement 


The seating arrangement of the audience also requires 
to be checked. The length of any one row of seats should 
not be greater than 2/3 of its distance from the screen and 
the seats should be so arranged as to produce a viewing angle 
of approximately 30 degrees at the sides. 


Remember: An unsatisfactory seating arrangement strains the 
eyes and spoils the lesson; 


Check focus 5 Adjust frame 


Focus lens for a sharp image on the screen before begin- 
ning the lesson. If necessary, also adjust the frame with 
the help of the ‘framing knob’. 


Remember: Bad focussing detracts from the effect of the film. 


Check Ventilation 


The room should not be darkened at the cost of ventila- 
tion. Bad ventilation is unhygienic and affects students’ 
participation in the lesson. 

Remember: It is never good to darken the room at the cost of 


proper ventilation. 
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A hemde Wite Care 


16 mm projectors used in educational or publicity pro- 
jects are generally available in portable size to facilitate 
frequent shifting. While shifting your projector, take all 
care to avoid jolting and rough handling. When removing it 
from one room to another, wheeled stands should be used if 
the two places are negotiable on wheels. 

Remember: The projector is a delicate instrument and needs 
all your care. 


Say Working 


The manufacturer of your projector has supplied with 
it printed instructions for its use. Study these thoroughly 
till you know your projector as you know your dearest friend, 
with all his habits and virtues and weaknesses. All pro- 
jectors have some special gadgets such as buttons and plugs 
which you should get to know well. > . 
Remember: To set the machine going you need skill and not 

force. 


Fix The fra ject or om a Stand 


The projector should be fixed on a proper stand or on 

a table. Unstable stools and temporary perches should be 

avoided. For tilting, use the tilting screw and do not 
thrust books or blocks undemeath the Projector. 


Remember: If your projector topples over you may damage it 
beyond repair. 


Check Corren, 5 Comections 


Use correct voltage and draw current from the right 
mains. Current from the wrong mains or excessive voltage 
will damage the armature coils and condensers. Also check 
connections and see that wires have no fractures. Wires 
should be firmly screwed to the internal terminals. 
Remember: Excessive voltage or wrong mains damages the 


Projector — sometimes beyond repair. 


Do xat Touch Live Wires 


Be sure not to touch live wires while checking con- 
nections and lines, etc. At any rate, uşe rubber gloves. 


Remember: Electrocution means death. 


gui, onte ds 


Do mot Boro Over The line ` 
or The Speaker Cord 


Spread the wires and lines carefully.. In case a child 
or, for that matter, a teacher trips over the line, the 
projector could topple over from the stand and he may hurt 
you and himself. 


Remember: Carefulness will avoid accidents. 


Clean (he Ara jechor 


The projector should be cleaned, oiled and put in good 
working order before switching on the machine. Clean the 
film gates and also other metallic parts of the projector 
with softer than metal brush. Clean lens and optical system 
first with a blower and then with camel’s hair brush. Lack 
of lubrication wears out your machine. But avoid over oil- 
ing. The ‘sprocket holes of the film and the teeth engagig 
the film should never be oiled. 


Remember: A clean and well-lubricated machine ensures smooth 
service. 


Clean Your Mands 


Do not forget to clean your hands after the projector 
has been cleaned and set. You have to handle the film while 


threading it, and dirt, grease or moisture will spoil the 
film. 


Remember: Dirty hands soil and spoil the film. 


Hare Soare Parte Readily Available 


Fxtra projectiok bulbs, valves and photo electric 
cells should be always at hand. If damaged, they will put 
the projector out of order. But they can be easily re- 
placed on the spot by the projectionist himself. 


Remember: A littie forethought will save you a lot of em- 


barrassment. 


(bread The Film Correctly 


Follow the threading plan if supplied with the pro- 
sector. Claws and sprockets should be properly engaged 
with the sprocket holes. Sufficient loops of films should 
be allowed above and below the film gate. If the loops are 
lost, stop the machine and re-thread. Test operation with 
hand before switching on the motor. Every film should have 
a leader, so that any damage done due to wrong threading is 
localised in the Leader, which is easily repleceable. 


Do not let the film trail on the floor while threading 
or rewinding. 


Femember: Wrong threading will spoil your film. 


“Mad he Film Properly 


Do not use a bent or fractured take-up spool. This 
may stop taking-up any time and the film may unwind on the 
floor If the film is loosely wound, do not try to thrust 
it in the can, nor pull the film tight to make it fit in. 
In either case. rewind the film. 


Remember: Help the film have a long life, for you may need 
it again. 


Pat (the Fila in lhe Right Comtamer 


The contents of any container are generally speci fied 
on the container. Putting films in the wrong containers can 
land you and the lending library in an embarrassing situ- 


ation. 


Remember: The container and the contained are meant to 
go together. 


Post Fms With Care 


Take proper care when returning films borrowed from 
a library outside the town. Scrape off all old labels on 
the case or crate when posting the films back. 


Remember: As these films are needed by others too, do not 
let them go astray. 


The Flm Prayer 


I am film, not steel; O user, have mercy. I front dangers whenever I 
travel the whirring wheels of mechanism. Over the sprocket wheels, held tight 
by the idlers, Iam forced by the motor's might. If a careless Yand misth reads 
me, I have no alternative but to go to my death. If the pull on the take-up 
reel is too violent, I am torn to shreds, If dirt collects in the aperture 
my film of beauty is streaked and marred, and I must face my beholders - a 
thing ashamed and bespoiled. Please, if I break, never fasten me with pins 
which lacerates the fingers of my inspectors. Don't rewind me — my ower wants 
that privilege, so that he may examine me, heal my wounds, and send me re- 
juvenated upon a fresh mission. 


I travel many miles in tin cans. I am tossed on heavy trucks, sideways 
and upside down. Please see that my first few coils do not slip loose in my 
shipping case and become bruised and wounded beyond the power to heal. Put 
me in my ow can. Scrape off all old labels on my shipping case so that I 
will not go astray. 


Speed me on my way. Others are waiting to see me. The next day is the 
last day I should be held. Have a heart for the other fellow who is waiting 
and for my owner who will gdt the balme. 


I am a delicate ribbon film - misuse me and I disappoint thousands; 
cherish me and I:delight and instruct the world. 
- A.P. Hollis. 
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